
 

Molly Bather - UNRIVALLED 
 

A full soak in your existing bath tub 

Padded seat helps you in & out 

Rechargeable battery under seat 

Sturdy grab rail for added safety 

Waterproof handset 

Neatly detaches for other bathers 

Unique deluxe slip cushion included 

Bath lift normally fitted in under 2 hours 

Molly Bather Ltd is a small family business, based in the West of England. The Molly 

Bather bath lift was designed in 2000 with the knowledge and experience gained from 

over 25 years of developing world-class healthcare products. The bath lift is proudly 

made in Britain to exceptionally high standards. 

The Molly Bather bath lift is widely used by thousands of satisfied customers, ranging 

from 12 to 104 years old; all of them enjoying a relaxing daily soak in their own bath 

tub. If you struggle to get in and out of your bath tub, the Molly Bather is the 

bath lift for you. 
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Molly Bather RAILS  
 

 

GB350 STANDARD RAIL - Used for solid walls 

only. (Quick & easy to fit). 

 

 
 

GB400 STUD RAIL - Used for solid or timber stud 

walls.  

(40cm flange spacings, to suit most stud timbers). 

 

 
 

GB400x120 MICRO RAIL - Used for solid window-

walls with minimum 12cm between tub & window 

cill. 

(Compromise of hand hold / minimal size) 
 

 

GB400x200 WINDOW RAIL - Used for solid walls 

with minimum 20cm between tub & window cill. 

(Best compromise of hand hold / average size) 

 

 

GB800RH ARTHRITIC RAIL - Used for solid or 

timber stud walls, with extra Right-Hand extension, 

ideal for severe arthritics. NB. Extension must point 

towards tap end of bath. (as shown right) 
 

 

 

GB800LH ARTHRITIC RAIL - Used for solid or 

timber stud walls, with extra Left-Hand extension, 

ideal for severe arthritics. NB. Extension must point 

towards tap end of bath. (as shown right) 

 

Molly Bather COLOUR SCHEME 

The Molly Bather is supplied with a white deluxe padded stool 

seat, with matching white machine-washable slip-cushion. 
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Molly Bather - BUY DIRECT 
 

 

Package includes: 
1) Molly Bather bath lift -  

MB1W (White / White) - (as shown left) 

2) Grab rail of your choice -  

(See Options page for choice) 

3) 12v / 2.3Ah Rechargeable battery pack 

4) 12v Automatic battery charger (230v UK  / 230V Euro or 115v USA) 

5) Deluxe slip cushion - 

SC140W (White) 

6) Floor & wall fixing kit c/w plugs & screws 

7) Grab rail soft pads (to protect your wall tiles) 

8) User guide c/w fitting & service details 

9) Fast delivery to your door - 

Delivery to UK mainland is Next Working Day via Courier,             

(on clearance of payment). 

Delivery to UK offshore, Ireland or Europe is 2-3 Working Days via 

Courier, (on clearance of payment). 

Delivery to USA & Canada is 5 Working Days via Air Freight (on 

clearance of payment). 

Delivery to Australia and New Zealand is 5 Working Days via Air 

Freight (on clearance of payment). 

12 months RTB warranty on all parts (inc. battery) 

 

 

 

 

Page 3 



 

Inspecting bathroom wall for suitability 
Ensure the wall condition will support the grab rail and the userôs weight.  Check there are no pipes or cables where the screws will be fitted. 
Use a óstud-finderô tool to determine timber upright positions. These can be obtained from most Hardware stores. 
If there are no suitable timber uprights where the grab rail is to be fixed, it is recommended that a suitable plywood board is first fixed to the 
timbers, providing a sturdy fixing for the grab rail screws. (The details below do not allow for fixing of the plywood or any tiling that may need to 
be done to make-good the final layout). 
 

Inspecting bathroom floor for suitability 
Inspect the floor beside the bath, checking that it is suitable to take the Molly Bather floor-fixing flange screws. Check also there are no pipes or 
cables where the screws will be fitted, again using a óstud-finderô or ómetal-detectorô tool if necessary, as shown left. 
Ensure the Molly Bather will not be obstructed by a sink, toilet or a door when aligned with the grab rail. 
 

Installing the grab rail (to stud-partition wall) 

Having determined the positions of the timber uprights, check that the nearest to the back of the bath is in a suitable position, (roughly in 

line with the start of the bath curve). 

Place the grab rail against the wall, raised just above the bath edge and aligned with the timber fixings. 

Mark the holes through the flanges of the grab rail, using a marker pen, ensuring the grab rail is kept horizontal. 

(A strip of wood can be placed under the grab rail to steady it during marking if necessary). 

Drill the grab rail pilot holes using a Ø3mm drill bit.   

Realign grab rail, fit foam pads next to wall (behind flanges) and screw firmly into place, with No 10 x 63mm screws.  
 

Installing the grab rail (to a plywood panel) 

Having cut a suitable piece of plywood to fix onto the stud uprights, the grab rail can either be secured with sturdy cavity fixings behind 

the plywood, or preferably coach bolts and dome nuts. (With the dome nuts outside). 

With the plywood against the wall, place the grab rail against the panel, raised just above the bath edge, with the end of the grab rail in 

line with the start of the bath curve.   

Mark the holes through the flanges of the grab rail, using a marker pen, ensuring the grab rail is kept horizontal. 

Drill the grab rail holes through the panel using a Ø6.5mm drill bit. (if using M6 or ıò coach bolts) 

Realign grab rail, fit foam pads next to wall (behind flanges) and secure to the panel using the coach bolts and dome nuts, then secure 

the panel onto the timber uprights.  
 

Installing your Molly Bather to a wooden floor 

Check there are no pipes or cables where the screws will be fitted. (Using a óstud finderô). 

Mark the holes through the footplates with a marker pen, as shown left. Move the Molly Bather to one side clear of the area to be drilled. 

Drill shallow pilot holes using a Ø3mm drill bit. 

Realign the Molly Bather with the holes and screw into position using the No 8 x 25mm screws. 
 

 

NOTE: The above information is part of the extensive User Manual that accompanies every Molly bather system. The Manual gives full details on initial setting 
and adjusting, everyday use, as well as servicing the bather. 

If you have a timber-framed wall, you must use either a GB400 or GB800 rail. This has flange spacings of 16ò (40cm), to suit building regulation  
timber upright spacings. Please download our full INSTALLATION GUIDE from our website for more detailed information,  
(www.molly-bather.co.uk), or call our Technical Support line on 01380 870649. 
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Item Specification 

Seat height  Min: 50cm / 20ò - Max: 62cm / 24İò 

Lift range 51cm / 20ò max 

Bath tub width - standard Min: 65cm / 25ò - Max: 85cm / 33�  ́

Bath tub width - extra wide Min: 85cm / 33�´��- Max: 105cm / 41�  ́

Maximum bath tub height  Min: 46cm / 18ò - Max: 58cm / 23ò 

Protrusion from bath 20cm / 8ò 

Maximum user weight 140 kg / 308 lbs / 22 stones 

Battery type 12vDC x 2.3ah Gel 

Battery range Typical 20 lifts between charge  

Battery charge duration 8 to 10 hours (overnight) 

Battery weight 1.5kg / 3.3lb 

Bath lift weight (exc. 
battery) 

12.5kg / 27.5lb 

The Molly Bather bath lift is designed to accommodate most bath-
room layouts. Please refer to the details in the table & diagram  

left to see if the bath lift is suitable for your bathroom.  
(We can provide pricing for custom-made systems if necessary). 

 
Molly Bather Ltd  reserve the right to vary the specification of the equipment.  

The information given in the table must be regarded as a guide only. 
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